BEARING HOUSING REPLACEMENT FOR 30022HxJ MACHINES

Required tools

     
PK33 0008   KIT-HYDPULL


02-04211    99472B   CYL RE-INSTL PILOT, 3022H


02 04210     GAGE=VIB SWITCH, 3022H7


3ea  ¾”fine thread rods 12” long

Removal Procedure

1. Remove rear cover of the machine to gain access to the bearing housing.

2. Remove drive belt.

3. Remove housing attachment bolts.

4. Insert three (3) all thread rods in place of three retainer bolts.

5. Utilizing the PK33-0008 kit loosen the basket from the shaft.

6. Using three (3) bolts install into the push off holes on the bearing housing, remove the housing.

Reinstallation

1. Install the tapered cylinder insertion pilot (02-04211) to the basket end of the       main shaft

2. Apply ¼” bead of Silicon (20C040B) to the inside edge of the shellback pilot bevel.  As per BMP990013.

3. Slide the bearing housing on to the all thread rods. align the housing and by wiggling it into the basket.

4. Once the housing is fully inserted, install retaining bolts using Loctite 242.

5. Remove the all thread rods.  Reinstall the remaining bolts as above.

6. Torque the housing bolts to 125 ft-lbs.

7. Remove the tapered cylinder insertion pilot (02-04211) tool.

8. Using the hydraulic ram, press the basket back onto the shaft.  See the following instructions.

9. Reinstall the belt and fill the bearing housing with 22oz SHELL Morlina 220 or equivalent 50wt. Crankcase oil.

10. Test operation of the machine.

INSTRUCTIONS FOR INSTALLING 30015/30022 BASKETS with HYDRAULIC RAM

MILNOR has started installing baskets on 30015 and 30022 machines with a hydraulic pump and ram.

 The force required to properly set the basket on a 30015 machine is 5 tons (use 4,750 PSI on a 12-ton ram)

The force required to properly set the basket on a 30022 machine is 10 tons (use 9,500 PSI on a 12-ton ram).

MILNOR purchased parts from Templeton-Kenly and Co. for this job.  Their phone number is 708-865-1500.

The part numbers are:

        RC121    S/A Center Hole Cylinder - 12 ton

                      (single acting hollow bore hydraulic ram)

        P42        Two-speed, hand operated, hydraulic pump

        HC6        1/4"ID x 6' long hose with coupler

        GT30      3+1/2" Gauge

        GA1        Gauge Adapter

The following MILNOR parts are used:

      15K235GA Bolt -  This is a grade 8 bolt, long enough to go through the ram.

      02 14359A Plate - This is the standard square "washer" for the basket       attachment.

Instructions:

      1.  Place the long bolt through the hollow ram and then through the plate.

      2. Clean the shaft and basket taper with solvent.

      3. After placing the basket on the shaft and inserting the key, insert the bolt           into the center hole in the shaft and run the bolt up tight by hand.

      4. Use the pump to reach the appropriate setting on the Pressure Gauge.

      5. Remove the bolt and install the standard basket bolt, plate and cover.

DAD

